
Instrument Power

Environmental

Communications

AC:
DC:

Operating Temperature:

Operating Temperature (with AC heater):

Enclosure: 

 100-250 VAC, 50-60 Hz
 18-36 VDC (Pending)

-25°C to 60°C

-40°C to 60°C

NEMA 4, IP-65

1 - RS-485
1 - RS-485/232 (User Selectable)
1 - RS-232 (Full Function)
1 - 10/100 Mb Ethernet

Supported Protocols 

Optional Digital I/O Board* 
2 - AC Outputs 
5 - DC Inputs (Includes 2 Pulse Counters)
3 - DC Outputs
0 - Analog Inputs 

¤ Toptech
¤ Brooks
¤ Daniel (MODBUS)
¤ Smith

Next Generation Remote Control Unit

Toptech Systems’ RCU II
The RCU II is a rugged industrial data 
terminal designed for driver/operator 
interface. The RCU includes a graphical 
display, keypad, and card reader all mounted 
in a heavy-duty metal enclosure. 

The RCU II features an active matrix color 
VGA display. 

A tactile alphanumeric keypad is standard 
on every RCU II. 

The RCU II features a proximity card reader.  With the 
proximity reader, cards can be programmed for either 
captive or non-captive operation. (With captive operation, a 
card holder is included with the card reader).

How is it Used?
The RCU II is an integral component of Toptech’s TMS 
terminal management system. In addition, the RCU II can 
be incorporated with other control systems where a reliable 
user-interface device is needed.

TMS uses the RCU II to control access to entry and exit 
gates, load racks, and BOL request stations, as well as a 
variety of other scenarios.  TMS is capable of supporting 
customized prompts via the RCU II for entry of account 
number, order number, truck number, language selection 
and other critical information required at your facility.

RCU II Applications
• Access Control
• Entrance and Exit Gates
• Load Rack Access
• Load Rack Control
• Data Entry Terminal
• BOL Request Station
• Staging Area - Order Entry
• Re-fueler (requires optional I/O board)

Graphical Display:

Keypad:

Card Reader:
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Overview

Configurable Interface
The RCU II can be configured through 
TMS to display pick lists that are designed 
to permit easy access and selection of 
information.  

General Specifications

*Required for gate and re-fuel applications 
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Specifications

Division 2 Enclosure
Specifications

Display
Active Matrix TFT Color LCD

16-Line, 640x480 VGA
8.4” Diagonal

Compliance Information 
UL Listed Class I

Division 2
Groups C & D

CE marked Zone 2
Group IIB, Category 3G

Weight
29lbs

Dimensions: 
16”x12”x4”

Explosion Proof Enclosure
Specifications

Display
Active Matrix TFT Color LCD

16-Line, 640x480 VGA
6.5” Diagonal

Compliance Information 
UL Listed Class I

Division 1
Groups C & D

ATEX certified Group IIB, Category 2G 

Weight
74.2lbs

Dimensions: 
16”x16”x7” 

Division 2 enclosure with non-captive prox reader

Explosion Proof enclosure with captive prox reader
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